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2 Assembly

1 Safety instructions

3

General

1 Front cover 

2 Screw 

3 Mounting frame

4 Sealing 

5 PCB module 

6 Sensor housing

7 Housing cover

Touchless switch
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Detection range 0.1 – 0.5 m Colour brightness

4 Mode setting1 – 3 Colour settings

ON

1 2 3 4

Green / Red

ON

1 2 3 4

Red / Green

ON

1 2 3 4

Blue / Green

ON

1 2 3 4

Green / Green

ON

1 2 3 4

Red / Red

ON

1 2 3 4

Blue / Blue

ON

1 2 3 4

– / Green

ON

1 2 3 4

– / Blue

ON

1 2 3 4

ON  
Toggle  
Mode

ON

1 2 3 4

OFF
Pulse 
Mode

4 ON Toggle Mode 
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DIP switches

 
2 screws

 
4 screws Disassembly

Push until it

Hang in the cover from above.
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Made in China / Designed in Switzerland

BBC Bircher Smart Access, 
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5 Technical data

Technology

Frequency 24.125 GHz

Detection range 0.1 – 0.5 m

Detection mode
Pulse mode: sensor detects while hand is moving

Min: 5 Hz or ± 3 cm/s

Max: 200 Hz or ± 1.2 m/s

12 – 24 VAC ± 10 % (50 – 60 Hz)

12 – 24 VDC + 20 % / – 10 %

“Relay hold time”: 0.3 s

“LED hold time”: 2 s

– 20 to + 60 C

Protection class

Dimension (mm)

55 g

Materials ASA / PC

6 EU Declaration of Conformity

9 Contact

8

7 WEEE

See attachment

 

4 Electrical connections
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